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FEATURES
Z I M M E R M A N  T O W E R  D R Y E R S



SPECIFICATIONS

Z-1210 Z-1512 Z-1816 Z-2018 Z-2420 Z-2521 Z-3026 Z-3531

DRYING CFM 60,500 77,100 81,800 98,600 108,300 121,950 145,200 175,800
COOLING CFM 30,250 38,550 40,900 49,300 54,150 60,975 72,600 87,900
BLOWER HP 60 75 75 100 100 3-40 3-50 3-60
METERING HP 1 1 1 1 1 1.5 1.5 1.5
BURNER CAPACITY 
(BTU X 1000) 13,068 16,654 17,669 21,298 23,393 26,341 31,363 37,973

AVERAGE HEAT 
(BTU X 1000) 7,514 9,576 10,160 12,246 13,451 15,146 18,034 21,834

GRAIN COLUMN 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4"
TOWER DIAMETER 1 12' 12' 12' 12' 12' 18' 18' 18'
OVERALL HEIGHT 2 52'4" 59'0" 69'0" 75'8" 85'8" 66'0" 76'0" 86'0"
WET HOLDING 335 335 335 335 335 731 731 731
HEAT HOLDING (BU) 719 914 1,158 1,256 1,499 1,511 1,813 2,210
COOL HOLDING (BU) 305 305 354 451 500 529 680 737
UNLOAD HOLDING 48 48 48 48 48 144 144 144
TOTAL COLUMN 
HOLDING 1,024 1,219 1,512 1,707 1,999 2,040 2,493 2,947

TOTAL DRYER 
HOLDING (BU) 1,407 1,602 1,895 2,090 2,382 2,915 3,368 3,822

BPH CAPACITY 3 
(20% - 15%) 1,200 1,500 1,800 2,000 2,400 2,500 3,000 3,500

BPH CAPACITY 3 
(25% - 15%) 720 900 1,080 1,200 1,440 1,500 1,800 2,100

Z-2420
12' dia. x 85'8" h.

19' dia. w/Catwalks

Z-1816
12' dia. x 69'0" h.

19' dia. w/Catwalks

Z-1512
12' dia. x 59'0" h.

19' dia. w/Catwalks

Z-1210
12' dia. x 52'4" h.

19' dia. w/Catwalks

Z-2521
18' dia. x 66'0" h.

25' dia. w/Catwalks

Z-3026
18' dia. x 76'0" h.

25' dia. w/Catwalks

Z-2018
12' dia. x 75'8" h.

19' dia. w/Catwalks

Z-3531
18' dia. x 86'0" h.

25' dia. w/Catwalks

1	 Dimensions exclude outside catwalk, See models below for diameter with catwalk.
2	 Overall height includes 60" discharge height but not include the 20" inlet spout.
3	 Capacities listed are wet bushels/tonnes, for mature #2 shelled dent corn at listed moisture content and are estimates based on drying principles, 

field results and computer simulation. Variance may occur due to grain's physiological factors (kernel size, chemical composition, variety, maturity), 
excessive fines, adverse weather conditions, etc.

All dryers are shown at relative size.
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SPECIFICATIONS
Z I M M E R M A N  T O W E R  D R Y E R S

Z-4036 Z-4742 Z-5046 Z-6055 Z-7060 Z-10090 Z-12010

DRYING CFM 192,750 213,600 282,000 304,800 337,500 500,000 546,000
COOLING CFM 96,375 106,800 141,000 152,400 168,750 250,000 273,000
BLOWER HP 3-75 3-75 3-100 3-100 3-125 4-125 4-150
METERING HP 1.5 1.5 2 2 2 3 3
BURNER CAPACITY 
(BTU X 1000) 41,634 46,138 60,192 65,837 72,900 108,000 117,936

AVERAGE HEAT 
(BTU X 1000) 23,940 26,529 35,024 37,856 41,918 62,100 67,813

GRAIN COLUMN 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4" 12-3/4"
TOWER DIAMETER 1 18' 18' 24' 24' 24' 30' 30'
OVERALL HEIGHT 2 96'0" 109'4" 97'10" 107'10" 117'10" 129'8" 156'4"
WET HOLDING 731 731 1,279 1,279 1,279 1,977 1,977
HEAT HOLDING (BU) 2,512 2,964 3,479 4,042 4,452 6,030 7,575
COOL HOLDING (BU) 888 1,038 1,126 1,177 1,381 1,846 2,361
UNLOAD HOLDING 144 144 287 287 287 475 475
TOTAL COLUMN 
HOLDING 3,400 4,002 4,605 5,219 5,833 7,876 9,936

TOTAL DRYER 
HOLDING (BU) 4,275 4,877 6,171 6,785 7,399 10,328 12,388

BPH CAPACITY 3 
(20% - 15%) 4,000 4,700 5,000 6,000 7,000 10,000 12,000

BPH CAPACITY 3 
(25% - 15%) 2,400 2,820 3,000 3,600 4,200 6,000 7,200

Z-7060
24' dia. x 117'10" h.
32' dia. w/Catwalks

Z-6055
24' dia. x 107'10" h.
32' dia. w/Catwalks

Z-5046
24' dia. x 97'10" h.
32' dia. w/Catwalks

Z-4742
18' dia. x 109'4" h.
25' dia. w/Catwalks

Z-4036
18' dia. x 96'-0" h.

25' dia. w/Catwalks

Z-10090
30' dia. x 129'8" h.
38' dia. w/Catwalks

Z-12010
30' dia. x 156'4" h.
38' dia. w/Catwalks
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PREMIUM TRAINING, SERVICE & SUPPORT 
Downtime is not an option in your business. When you are in the heat of the battle, you need your tower dryer in full operation. 
Our authorized dealer network is here to take care of your service needs, including installation, training and operation. Trained 
in all service aspects of the Zimmerman tower dryer, GSI dealers can provide quick, reliable service when needed. To find your 
local Zimmerman servicing dealer, to go www.grainsystems.com.

TO FIND YOUR LOCAL GSI DEALER, 
VISIT THE GSI DEALER LOCATOR 
AT WWW.GRAINSYSTEMS.COM

40-SERIES™ GRAIN BIN 
When determining the best system 
for your operation, we know that 
what’s protected inside the bin is what 
counts most. Each GSI bin is efficiently 
designed to handle maximum loads 
for unmatched strength. All GSI bins 
are constructed using the highest-
strength steel available.

TOWERS AND CATWALKS 
GSI offers a full line of structures 
to support your material handling 
equipment. Built to perform for the long 
haul, GSI structures are engineered 
to your facility's layout, taking wind 
seismic and snow loading into effect. 
GSI structures feature bolt-up assembly 
and hot-dipped galvanized finish.

MATERIAL HANDLING 
With lines of GSI and InterSystems 
Material Handling, we offer the broadest 
product portfolio of proven and 
dependable equipment in the industry. 
We design and manufacture products 
that withstand the conditions of any 
commercial grain facility, while handling 
the grain with care and efficiency.


